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: Airflow Monitor LC 013/LCF 013 for high reliability
S L Jatuuk notoka Bosayxa LC 013/ LCF 013

info@vseventilatory.ru

Mechanical switch contact HapexHas cuctema mexaHM4eckoro

BbIKNOYaTENs
Versatile fields of application wwupokas obnacts npumeHeHus
Small size KOMMaKTHas 1 NpeKpacHbIN BU,
Easy to connect yaobHoe noakntoveHme
Feature / pyHKUMM

@ The airflow monitor(NC/NO) is designed to indicate the loss of the air

movement of a fan or filter fan. The contact detects the loss of air
movement caused by fan failure or blocked filter media regardless of

ROL;B/ direction of air. Its simple mechanical operation makes it a viable alternative
3 o to electronic monitoring systems.

Ykasatens(NC / NO) Bo3ayLUHOMO NOTOKa, MOKAXKET NOTEPU BO3AYLUHOMO ABWKEHUS BEHTUSITOPA WK cunbTpa. A No 1ccnenoBaHuio, notepb
BO3AYLUHOMO ABVXKEHMUS! MPOVUCTEKAET 13 HEYCMELLHOrO BPaLLEHUs 1 He YCNeLHOR hunbTpaumy.

Technical Specification/TexHuuyeckue napameTpbl:

Contact type reed/magnet contact

THN KOHTaKTa MarHuTHbIA KOHTaKT

Normally closed(NC) switch contact open when air is flowing
HOPMasbHO-3aKPbITbIA KoHTakT nepekntoyateneit 3akpblT npu [NogBwkkn Bo3gyxa
Normally closed(NO) Switch contact closed when air is flowing
HOPMarbHO-0TKPbITbIN KoHTaKT nepekntoyateneii oTkpbIT npu Moaswkku Bo3ayxa
Max. switching voltage

MakcrmanbHoe KOMMyTUpytoLLee NC: 240VDC(UL), 240VAC/DC(VDE)/NO:60VDC
HanpshxeHne

Max. switching current
MakcManbHbI KOMMYTUPYHOLLMIA TOK

Max. switching capacity 10W(resistive load)
MaKCTMarnbHas eMeoCTb nepekni4yeHus

Switching threshold of airflow velocity
nepekIioYeHns CKopocTU BeTpa

NC:DC 50mA/NO:170mA

>2.5m/s(hysteresis:>1m/s)

Max. airflow velocity

MakcumanbHbIVi CKOPOCTH BeTpa 50m/s
Contact resistance . )
PE3NCTAHC KOHTaKTa <370m(with wire)

Max. air humidity

MakcumanbHbIi BNaXKHOCTb BO3ayxa 70% RH(not precipitating)

Service life

aKCMnoaTauuoHHasi CTOMKOCTb >100000 cycles/> 100,000uuknos

Connection 2x single strand AWG 26, length 500mm, tip of stranded wire 5mm stripped and tinned(NC: black, NO: blue)
KnemmHeI pexum 2 npoeoga anuHoi 500 Mmm, NC-4épHblid, NO-CUHWIA.

Mounting . ! . : . , . ;

BUL YCTAHOBKN alternatively integrated in protective grille(see table), mounting clamp or mounting clip

Casing plastic according to UL94-HB, black

marepuarn 06onoukm Mnactmacca 4épHbln UL94-HB

SAFETE SR DR -201050 (-4 to +122)/-20 to +80(-4 to +176)

Temnepatypa onepauuu/HakonneHue

Protection type
KaTeropus 3aluTbl IP20

Model Art. No.(NC) Art. No.(NO) Dimensions Weight(approx.)
LC 013 01300.0-00 01300.1-00 34x17.6x7.5mm 5g
01301.0-00 01301.1-00 80x88x10.5mm 20g
LCF 013 01302.0-00 01302.1-00 92x92x10mm 20g
01303.0-00 01303.1-00 120x120x10mm 30g
Mogenbnapamerp Ap. Ne (NC) Apt. N2 (NO) laGapurbi Bec (npu6a.)
LC 013 01300.0-00 01300.1-00 34x17.5x7.5mm 5r
01301.0-00 01301.1-00 80x88x10.5mm 20r
Ragvic 01302.0-00 01302.1-00 92x92x10mm 20r
01303.0-00 01303.1-00 120x120x10mm 30r
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BeHTunatop ¢ puabTpom cepum

FF 018 21 go 102 m3/u info@vseventilatory.ru
Very low noise ManoLuymHbIia
‘ Minimal depth in enclosure HebonbLwasa MoHTaxHas rnyouHa
‘ Functional design DyHKUMOHAMNbHbIA An3aiiH
| — 1 Time-saving installation MpocTon MoHTax

— Weather proof and UV resistant CtoiikocTb k aTmocchepHbIM
‘ % BO3AencTBuAM 1 YO-13ny4eHmo

— Filter fans are used to provide an optimum climate in enclosures. The interior

y temperature of an enclosure can be reduced by channelling cooler filtered
outside air into the enclosure thus expelling heated internal air. The resulting

air flow prevents formation of localised hot pockets and protects the

O!jS/ electronic components from overheating. The plastic used for the hood of
(E & this filter fan series is highly weather proof and UV light resistant.

BeHTUNSATOpbI ¢ (OUbTPOM UCTIONB3YIOTCA ANS OXMNaX4eHUs pacnpeaenvTenbHbix LikadoB. Bnarogapst nogaye oTUnbTPOBaHHOTO, XONOAHOT
0 HapYXHOro BO3JyXxa W OTBOAY HAarpeToro BHyTPEHHErO BO3AyXa NOHWKAETCS TeMnepaTtypa BHYTPU pacrpeaenmTensHOro wkada ¢ anekTpuy
€CKUMU 1 3MEKTPOHHLIMM MOZYNSIMU. BO3HMKatoLWMiA Npy 3TOM BO3AYLLHbINA MOTOK NpeaoTBpalLaeT 06pa3oBaHNe CUNBLHO HarpeTbIX TOYEK U 3a
LLMLLAET BNEKTPOHHbIE 3NIEMEHTBI OT Neperpesa. ATa cepusi BEHTUNATOPOB MPOSIBISET BLICOKYH CTOWKOCTb K aTMOC(EpHbIM BO3AENCTBUAM W
Y®-uanyuenuio Gnarogaps martepuary Koxyxa - nnactmacce.

Technical Data TexHunueckue gaHHbie

Axial fan, ball bearing service life min. 50,000h at 25° OceBoW BeHTUAATOP cpok cny>bbl MyH. 50.000 4 npwm 25 °C /77 °F

C/77° F (65% RH) fan body aluminium, (OTH. BN, 65 %),)
. rotor plastic Ha LIapMKOMOALINMHMAKAX pama BeHTWISTOpa — aIFOMUHII, POTOP - M1acT-

Connection 2 wires with pressure clamps Mogktouenme Macca 2 Wbl CO CTHIKOBLIMYU 3aXMMaMK 2,5 MM2,
2.5mm2, length 100mm

Casing (filter fan and exit filter) Plastic according to UL94 V-0, light grey Kapnye (set.miBBIn. hunsip) pn=100NM e rmacts I94NV-0, eachrb-eapan

Hood (filter fan and exit filter) Plastic according to UL94 V-0, light grey; Kodkyx (BeHT. 1 BbiM. GULTP) fLcGThaECE UL94 V-0, ceets1o-cepasi; Bbicokast
weather proof and UV light resistant CTOMKOCTb K aTMOChEpHbIM
according to UL746C (f1) BO3/eNcTBUAM 1 YP-nsnyyenuto, cornacHo UL746C

Mounting frame with double-sided industrial adhesive band for ~ MontaxHas pama (f1) c ABYCTOPOHHE NPOMBILLIEHHOW KAENKOW
fixing to the outside of enclosure; certain NIEHTOM A/15l KPEMIEHNSA Ha HAPYXKHON CTEHKe

operating circumstances can make the
additional use of screws necessary (see drilling
template); included in the delivery of the filter
fans is a template for the enclosure cut-out

wkada. OnpegeneHHble YCI0BWs IKCMTyaTaLmum
MOryT Aenatb HeobXoANMBIM AOMONHWUTENbHOE
BUHTOBOE COEAMHEHNe (CM.CBEPAW/IbHBIN LWAB/IOoH).

Filter mat filtering degree 94% dunbTpoBanbHas TKaHb cpeaHsa cTeneHb

Filter material synthetic fibre with progressive construction, cenapauun 94 %
temperature resistant to 100°C, self— Martepuan punbtpa NoAMMepHOe BONIOKHO MPOrPecc1BHOM CTPYKTYpbI,
extinguishing class F1;moisture resistant to TepmocTonkoe a0 100 °C, F1. Baaroctoikoe 40
100% RH, reusable - cleaning by washing OTHOCHTENLHOI BNAXHOCTY BO3ayxa 100 %.

or vacuuming

Operating / Storage temperature 10 to +70°C (+14 to +158°F) / MHOFOKpaTHOi LG
_40 to0 +70°C (~40 to +158°F) Temnepartypa akcrinyatauuv / ot -45 o +70 °C (ot -49 po +158 °F)
Operating / Storage humidity max. 90% RH (non—condensing) XpaHeHus
Prot. Type / Protection class P55 / | (earthed) CreneHb 3almThl / Knacc 3aumtbl  IP54* /I (3aLvTHBI NpoBOA)
*MMpu MCNoNb30BaHNM TOHKON GUNBTPOBANBLHOW TKaHW F5 cTeneHb 3alnThl yBennumsaetcs 40 IP55, HO yMeHbLIaeTcs nojaya oxnaxAaLLero Bo3ayxa
Special features The self-adhesive seal of the mounting frame prevents dust and water from entering the O p: I pambl MBIV ¥ BAArv BOBHYTP
cabinet. Functional design of the intake and exit fan hoods very effectively prevents direct intrusion of falling & Wwkaga . I bW 1 BOAB! A KOdYXOM 3aLLmT

iy 4 - 5 p bl BXO/4a 11 BLIXOAa BO3AYXa . 3TO AA€T TO NPEUMYWLIECTBO , YTO GUALTPOBANLHYID TKaHb HE HYXHO 3aMEHATL YacTo , T . K . OHa 3arpA
water and dust. The advantage is that the filter mat does not get so quickly contaminated with dirt and thus does SHAETER He TAK METEHOABHO . TIPOAYMAHHAY CACTEMa MOMBHM Bo31yYa ASAAET ciLyMHSM |

not need to be exchanged so often. The air channelling makes the fiter fan particularly quiet in operation. aq cogpementian koHCTPyKLWA OBecreuvBaeT MIPOCTOE OBCIYXUBAHUE U MOHTZX . VICTIONHEHYA C 3NEKTPOMATHWTHON COBMECTH
Functional and modern design enables time-saving assembly and maintenance. EMC versions and other voltages  moctsto u apyrumm no 3anpocy . BO3AYXa MOXET GbiTb /IErko 3MeHeHO MocpeaCTEoM nepesopota
on request. The direction of air can easily be switched by reversing the axial fan (sizes 1 to 3). ocesoro BenTvasTOpa ( pasmep 1 4o 3).
Filter Fan FF 018 Series Bentunatop ¢ dunstpom FF 018
Operatin ir volume,  Air volume Current Power Average noise level Depth in Enclosure Weight
Art. No. Voltage” L R consumption consumption  (DIN ENISO 4871) enclosure cut—out (appro) Abpiovals
01800.0-00 | 230VAC, 50Hz| 21m3/h 16m3/h 80mA 13W 31dB (A) 45mm 97 x 97mm + 0.4 0.6kg CE , RoHS
01801.0-00 | 280VAC, 50Hz| 55m3/h 42m3/h 100mA 15W 40dB (A) 58mm 125 x 125mm + 0.4 1.0kg CE , RoHS
01802.0-00 | 230VAC, 50Hz| 102m3/h 68m3/h 100mA 15W 39dB (A) 86mm 176 x 176mm + 0.4 1.3kg CE , RoHS
01800.0-01 120VAC, 60Hz| 24m3/h 18m3/h 160mA 13W 31dB (A) 45mm 97 x 97mm + 0.4 0.6kg CE , RoHS
01801.0-01 120VAC, 60Hz| 63m3/h 48m3/h 180mA 15W 40dB (A) 58mm 125 x 125mm + 0.4 1.0kg CE , RoHS
01802.0-01 120VAC, 60Hz| 117m3/h 78m3/h 180mA 15W 39dB (A) 86mm 176 x 176mm + 0.4 1.3kg CE _ RoHS
Mopaya Bo3ayxa [logaya Bo3ayxa Motpeb- YposeHs MoHTaxHas MoHTaXHbI Bec

fhele womprene  Tireshr gk s (BSOS gt MoVEILS mpoew ' (npuon)  AomyeK
01800.0-00 AC 230 B, 50 'y, 21 m3/u 16 m3/u 80 MA 13 Bt 3146 (A) 45 mm 97 x97 mm + 0,4 0,6 kr CE, RoHS
01801.0-00 AC 230 B, 50 'y, 55 m3/4 42 M3/4 100 mA 15 Bt 40 ab (A) 58 Mm 125 x 125 mm + 04 10 kr CE, RoHS
01802.0-00 AC 230 B, 50 'y, 102 m3/4 68 mM3/u 100 mA 15 Bt 39 46 (A) 86 Mm 176 x 176 mm + 0,4 13 «kr CE, RoHS
01800.0-01 AC 120 B, 60 'y 24 m3/u 18 m3/u 160 mA 13 Br 31 a6 (A) 45 mm 97 x 97 mm + 0,4 0,6 kr CE, RoHS
01801.0-01 AC 120 B, 60 'y, 63 M3/u 48 M3/u 180 mA 15 Bt 40 ab (A) 58 Mmm 125x 125 mMm + 04 1,0 kr CE, RoHS
01802.0-01 AC 120 B 60 Iy 117 mM3/4 78 M3/u 180 mA 15 Br 394b (A 86 MM 176 x 176 mm + 04 1,3 kr CE , RoHS

Enclosure air-conditioning using Koupmymuen pacnpoptreuard

WKaha C BEHTUNSTOPOM, C NETPOM U BRINYCKHSIM DUNLTPOM

afilter fan and exit filter

p L
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Installation sketch
cerons” 7

1)Bbipe3aTb COOTBETCTBYIOLMIA NPOEM B CTEHKe WkKaga. [oBEpXHOCTb Bbipe3a B LKAy OYUCTUTH OT rPsi3u, OMWUMOK U CMasku.

LIabnoH MOHTaXHOro Bblpe3a BXoauT B 00b

Low maintenance Filter Fan FF 018 Series
BeHTunartop c punbrpom cepun FF 018

Time-saving assembly and maintenance
MpocTon MoHTax n obcnyxueaHme
NATURAL's filter fans are easily installed by one person from outside the cabinet.

NATURAL BeHTUASTOPbI € GUALTPOM NPOCTO M JIETKO MOHTUPYHOTCA OAHUM
YeNnoBeKOM CHapyXu LiKada.

1.) Make cut-out in the cabinet wall. The cut edge of the cabinet opening should be
free of dirt, filings and grease. A template for the enclosure cut—out is included in
the delivery of the filter fan.

2.) Remove protective film from the sealing strips on the mounting frame. Press
mounting frame into the cabinet opening. The frame stays permanently in the
cabinet. (For size 176mm and up we recommend additional screw fixing.)

3.) Electrically connect the axial fan using the clip connectors. Push the unit into the
mounting frame. Fix using screws.

4.) Insert the filter mat in the hood. Clip on. Finished. Changing the filter mat or fan is
quickly done by one person. To change the filter mat simply remove the filter hood,
insert the new mat and snap the hood back again. No tools required. Maintenance
of the fan can easily be done without removing the mounting frame (2).

€M NOCTaBKN BEHTUNATOPA.

2)CHSATb 3aLUUTHYIO MAEHKY C YMMOTHATENbHbLIX MOMNOC MOHTaXHOW pambl. MOHTaXHYK pamy BCTaBUTb B NPefHa3HaYeHHbIR Ans
3Toro Bbipe3 B Wwkadgy. OHa ocTaeTcs NOCTOAHHO B WKady. (C pa3mepa 176 MM peKoMeHAyeTCs AOMNOMH. COeAVHEHME).

3)OceBoi BEHTUNATOP NOAKNOUYUTL K GE3BM

HTOBbIM 3aXnMaM. Becb 6Gnok BCTaBuTh B MOHTaXHY pamMy 1 NnpUuBUHTUTD.

4) dnnbTpoBanbHyO TKaHb BCTaBUTbL B KOXYX. 3amKenpoBaTth 3axumamu. FoToBo. HacTonbko xe NpocTo U 6bICTPO, Kak U MOHTaX,
BbIMOJIHAOTCS Takxe 3ameHa punbTpoBarbHON TKaHW BCEro OOHUM YenioBekoM. [ns 3ameHbl (punbTpoBanbHOW TKaHW HYXXHO NnLlb
CHATb KOXYyX, BCTaBUTb HOBYK (DUNbTPOBAIIbHYI TKaHb M 3alénkHYTb KOXyX . [na aToro gaxe He TpebylTcA UHCTPYMEHTHI.
O6cnyxrBaHne BeHTUNATOpa NpoucxoanT 6e3 AeMOoHTaXa MOHTaXHOM pamsl (2).).

Dimensional Drawing
TexHuueckme puCcyHKu

50 209

86
35 45 129
ns :]% § m% :l %
Size 1 Pasmep 1 Size 2 Pa3wmep 2 Size 3 Pasmep 3
Drilling template for mounting frame
CBepan/ibHBbIN WA6/0H ANA MOHTaXXHOW pambl T
137 mm
mzmm i 4 J ‘ &
i gl £ ‘
_ 5 =10
: \ i \
*Exit Filter EF 118 Series ——
Depth in Enclosure Weight : :
Art. No. S i (approx.) Filter mat Protection type
11800.0-00 16mm 97 x 97mm + 0.4 0.3kg G4 acc. to DIN EN 779, filtering degree 94% Ip55
11801.0-00 16mm 125 x 125mm + 0.4 0.4kg G4 acc. to DIN EN 779, filtering degree 94% IP55
11802.0-00 16mm 176 x 176mm + 0.4 0.6kg G4 acc. to DIN EN 779, filtering degree 94 % Ip5
*Filter Mat FM 086
Filter mat 89 x 89mm 118 x 118mm 168 x 168mm

G4 (1 packing unit = 3 pcs.) |

rt. No. 08600.0-00 | Art. No. 08601.0-00 | Art. No. 08602.0-00

* BoinyckHOW ¢punbTp cepum EF 118

ApT. N2 M?:;gn‘::“ MoHTaxHbIil npoem  Bec (mpn6a.) OUALTPOBabHAsA TKaHb CTeneHb 3aL4uThl
11800.0-00 16mm 97 x 97mm + 0.4 0,3 kr G4 corn. DIN EN 779, cpeaHsas cteneHb cenapauvn 94 % Ip54*
11801.0-00 16mm 125 x 125mm + 0.4 0,4 kr G4 corn. DIN EN 779, cpeaHas cteneHb cenapauumn 94 % 1P54*
11802.0-00 16mm 176 x 176mm + 0.4 0,6 kr G4 corn. DIN EN 779, cpegHsis cteneHb cenapauvn 94 % Ip54*

* 3anacHas ¢unbTpoBanbHaa TkaHb FM 086 / FFM 086
®unbTposansHas TkaHb 89 x 89 mm 118 x 118mm 168 x 168mm

G4 (1 xomna. = 3 wr.)
F5 (1 komna. = 3 wT.)

Apr. N2 08602.0-00

ApT. N2 08600.0-00
Apt. N2 08605.0-00

Apt. N2 08601 .0-00
Aprt. N2 08603.0-00

Apt. N2 08604.0-00
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Low maintenance
ceron” |/

Functional design

Time-saving installation

Weather proof and UV

Drifing template for
mounting frame
Ceepnunstbii

wabnox ans
MOHTKHOR Pantb!

L

Filter Fan
Bexmwnstop ¢ hunbtoom

View from rear Exit filter
BinyckHoi dunbTp Bua cHudy

Technical Data

High through-flow air volume

YnoGHbIN B 06CnyKmMBaHum
Bbicokni pacxog Bo3gyxa
DyHKUMOHaNbHbIN AU3aniH
MpocTon MoHTax

CTOMKOCTb K aTMOC(EPHbLIM
BO34eNCTBUAM 1 YD-n3nyyeHuto

resistant

Filter fans are used to provide an optimum climate in enclosures. The interior temperature
of an enclosure can be reduced by channelling cooler filtered outside air into the enclosure
thus expelling heated internal air. The resulting air flow prevents formation of localised hot
pockets and protects the electronic components from overheating. The plastic used for the
hood of this filter fan series is highly weather proof and UV light resistant.

BeHTUnsTOpb! ¢ hrnbTPOM MCMONb3YTCS OIS OXNaXAeHUs pacnpeaenutenbHbIx Wkados. bnarog
apsi nogaye oThUNbTPOBAHHOIO, XONOLHOIO HapPY>KHOTrO BO3[lyXa U OTBOZY HarpeToro BHyTPEHHETO
BO3/lyXa MOHWKAETCA TeMnepaTypa BHyTpU pacnpefenuTenbHoro Lkada. BosHukaroLwmii npyu aTom
BO3AYLLHBIV NOTOK NpeAoTBpaLLaeT obpasoBaHne CUITbHO HarpeTbix TOYEK U 3allyLLaeT NeKTPOHHbI
€ aneMeHTbl OT neperpesa. 3Ta cepusi BEHTUNSTOPOB MPOSIBNSIET BbICOKYIO CTOWKOCTb K aTMOCHepH
bIM BO3AeNCTBUAM U YO-u3nyyeHuio bnarogaps matepuany Koxyxa - nnactMmacce.

TexHuueckue AaHHbIe

service life min. 50,000h at 25°C/77°F
(65% RH) fan body aluminium, rotor metal

Axial fan, ball bearing

OceBoW BeHTUAATOP cpok cayx6bl MuH. 50.000 4 npwu 25 °C/

77 °F (oTH. BA1. 65 %),

Connection 3-pole clamp for 2.6mm2, clamping

torgue 0.8Nm max.

Ha LapUKONOALINNHUKA KOPMyC BEHTUAATOPA - aIFOMUHUIA, POTOP -

MeTanN3-noAKCHbIN 3a5KNM 2,5 MM2, Makc.

Casing (filter fan and exit filter) Plastic according to UL94 V-0, light grey

MNogknroyeHve Bpalatowmnii MomeHT 0,8 Hm

Hood (filter fan and exit filter)  Plastic according to UL94 V-0, light grey;
weather proof and UV light resistant
according to UL746C (f1)

with double—sided industrial adhesive
band for fixing to the outside of enclosure;
certain operating circumstances can make
the additional use of screws necessary
(see drilling template); included in the
delivery of the filter fans is a template for
the enclosure cut—out

filtering degree 94%

Mounting frame

Filter mat

Kopnyc (BeHT. v BbIn. $punbTp) nnactmacca UL94 V-0, ceetno-cepas

Koxxyx (BeHT. 1 Bbin. GunbTp) nnactmacca UL94 V-0, ceetno-cepas,
BbICOKas CTOMKOCTb K aTMOCHEPHbIM
BO34eNCTBUAM 1 YD-n3aydeHuto,

cornacHo UL746C (f1)

MoHTaxHas pama C ABYCTOPOHHE NPOMbILLIEHHON KNENKON
NEHTON ANA KpenneHus Ha Hapy>XHOU
cTteHke wkada. OnpegeneHHbie ycnosus
IKCMlyaTaLuy MOryT AeaTh HeO6XOANMBIM
[OMNOJIHUTEIbHOE BUHTOBOE COeJUHEHNE

(cM. cBepAnAbHbIN WabnoH)

Filter material synthetic fibre with progressive construction,
temperature resistant to 100°C, self-
extinguishing class F1;moisture resistant
to 100% RH, reusable -cleaning by
washing or vacuuming

230VAC: -25 to +50°C (-13 to +122°F)
120VAC: =25 to +60°C (-13 to +140°F)
max. 90% RH (non—-condensing)

IP55 /| (earthed)

Operating / Storage temperature

Operating / Storage humidity
Prot. Type / Protection class

dunbTpoBanbHan TKaHb cp. cTeneHb

cenapauuun 94 %

Marepvan punbTpa NoAnMepHoe BOJIOKHO MPOrpeccuBHomn
CTPYKTYpbI, TepmocTonkoe 4o 100 °C,
F1. Bnaroctoikoe 0 OTHOCUTENbHOM

BAaXHOCTU Bo3gyxa 100 %.

Temnepatypa akcnayatauunu/
XpaHeHus
CreneHb 3awmthl / Knacc 3awmtbl IP54* /1 (3aWmnTHbIN NpoBOA)

ot -45 po +70 °C (ot -49 go +158 °F)

Filter Fan FF 018 Series

Ao Operating  Air volume, Air volume Current Power  Average noise level Depth in Enclosure Weight Approvals
i voltage free flow with exit filter consumption consumption (DIN EN ISO 4871) enclosure cut-out (approx.)
01804.0—00’ 230VAC, 50Hz| 200m3/h l 125m3/h ‘ 320mA I 45W ‘ 52dB (A) l 956mm ‘176 x 176mm + 0.4 ‘ 1.7kg ’ CE, RoHS
01804.0-01] 120VAC, 60Hz| 230m3/h 143m3/h 470mA 39W 52dB (A) 95mm |176 x 176mm + 0.4 [ 1.7kg CE , RoHS
Exit Filter EF 118 Series
Art. No. Depth in enclosure  Enclosure cut—out Weight (approx.) Filter mat Protection type
11802.0-00 | 16mm | 176 x 176mm + 0.4 | 0.6kg | G4 acc. to DIN EN 779, filtering degree 94% | Ip55
Filter Mat FM 086
Filter mat 168 x 168mm
G4 (1 packing unit = 3 pcs.) | Art. No. 08602.0-00
BenTunatop c dpunstpom FF 018
Pabouee Mogaya Mogaua Bo3gyxa ¢ [] 6. i Motp. YpoeeHb 3B. MoHTaXHas MOoHTaXHbli Bec
ApT. N2 anpaskere ROy XS pu cB- BblnyCKHbIMy¢. OTpeT:;eMbM MOLLI,HgCTI: EaaneHml ray6uHa npoem (npu6a.) Lonycku
01804.0-00 | AC230 B, 50 Ty| 200 m3/u 125 m3/4 320 MA I 4587 | 5246(A) | 95mm |176 x 176 MM + 0,4‘ 1,7 kr CE, RoHS
01804.0-01 | AC 120 B, 60 'l 230 M3/4 143 m3/y 470 MA 39 Bt 52 ab (A) 95mm (176 x 176 mm + 0,4| 1,7 kr CE , RoHS

BoinyckHow puabTp cepum EF 118

Apr. N2
11802.0-00 |

MoHTaxHas raybuHa
16mm |

MoHTaXxHbIn Npoem
176 x 176 mm +0,4 |

Bec (npun6a.)
0,6 kr |

mManpOBal‘thaﬂ TKaHb
G4 corn. DIN EN 779, cpegHss cteneHb cenapaumnv 94 % |

CreneHb 3awuThbl
Ip54*

3anacHas puabTpoBasbHas TkaHb FM 086 / FFM 086

168 x 168 mm

Apr. N2 08602.0-00
Apr. N2 08605.0-00

®unbTpoBanbHas TKaHb
G4 (1 komna. = 3 wr.)
F5 (1 komna. = 3 wr.)



http://vseventilatory.ru/

BEHTUASITOPLI.PY
WWW.vseventilatory.ru High-performance Filter Fan FF 018 Series 300m%/h
Y BeHTunartop c punabrpom cepun FF 018 300 m3/u

info@vseventilatory.ru

Very low noise ManowwymHbIli, yao6HbIn B 06CnyxnsaHmum
ce &Ogg/ E Minimal depth in enclosure Hebonbllasa MoHTaxHas rnyounHa
] High through-flow air volume Bbicokuii pacxoq Bo3gyxa
; Upiform_air_c_:irculation PaBHOMepHas unpkynsumnsa Bosgyxa
——————  High reliability Bbicokas akcnnyatayMoHHas HagexHocTb

—-’/ - ~ ~
—_— Weather proof and UV resistant CrtoiikocTb k aTMOCEpPHbLIM BO3AENCTBUAM

——

— n YO-nsnyyeHmio

/% Filter fans are used to provide an optimum climate in enclosures. The interior temperature of an

— enclosure can be reduced by channelling cooler filtered outside air into the enclosure thus expelling
heated internal air. The resulting air flow prevents formation of localised hot pocket and protects the
electronic components from overheating. Four integrated axial fans provide a particularly high and
uniform air circulation thus contributing to higher reliability. The plastic used for the hood of this filter
fan series is highly weather proof and UV light resistant.

BeHTUNATOPBI C PUNLTPOM UCMOMNbL3YIOTCS AMNS OXNaXAEHUs pacnpeaenuTenbHbIX Wkados. Brarogaps nogadye ot

Filter fan
BeHTUNSTOp C DUNLTPOM

4x Axial fans.
4 oceabix BEHTUARTOPA

UNbTPOBAHHOIO, XOTOQHOMO HAapy>XXHOro BO3yxa 1 OTBOAY HarpeToro BHyTPEeHHero BO3Zlyxa rnoHmwxkaeTcs temnepary

i pa BHyTpW pacnpeaenutensHoro wkadga. BodHukaloLwmii npyn 3Tom BO3AYyLUHbIA NOTOK NpefoTBpalyaet obpasosaHue
{ i CUMBbHO HAarpeTbiX TOYEK U 3aMLEET ANEKTPOHHbIE 3NEMEHTLI OT Neperpesa. ViMesi YeTbipe UHTErpupoBaHHbLIX 0ceB
Vi bIX BEHTUNATOPA, 3TOT BEHTUNSTOP C hunbTpom obecneynBaeT MOLLHYO, PABHOMEPHYIO LIMPKYISILUIO BO3AYXa U BbIC
= - iling enpltefor mouning frame OKy'0 9KCMnIyaTaLluoHHyo 6e30nacHoCTb Npu HeGONbLUIOV MOHTaXHON rnybuHe. OTa cepusi BEHTUNSATOPOB NPOsSBAAET
Gy BHnyOMOR GTSTD AT MONTANHOT pavet BbICOKYIO CTOMKOCTb K aTMOC(EpPHbIM BO3AEUCTBUAM U YP-13nyyeHunio Gnaroaaps matepuary Koxyxa - nnactmacce.
Technical Data TexHunueckme gaHHble
Axial fan, ball bearing service life min. 50,000h at 25°C/77°F OceBOW BEHTUAATOP cpok cyx6bl MuH. 50.000 4 npm 25 °C /
(65% RH) fan body aluminium, rotor plastic 77 °F(oTH. BA1. 65 %),
Connection 3—pole clamp for 2.5mm?2, clamping torque  Ha WapuKonoAWnnHUKax KOPIyC BEHTUAATOPA — aNtOMUHWIA, POTOp -
0.8Nm max. naacrmacca
Casing (filter fan and exit filter) Plastic according to UL94 V-0, light grey MogkntoueHme 3-MOAOCHBIN 3aXKNM ANs 2,5 MM2, MaKc.
Hood (filtter fan and exit filter) Plastic according to UL94 V-0, light grey; Bpawatowmit MoMeHt 0,8 Hw
weather proof and UV light resistant Kopnyc (BeHT. v BbIN. puabTp) nnactmacca UL94 V-0, ceetno-cepas
according to UL746C (f1) Koxyx (BeHT. v Bbin. puabTp) nnactmacca UL94 V-0, ceeTno-cepas, BbicoKas

CTOWKOCTb K aTMOCHEPHbIM BO34ENCTBUAM
1 Y®-uznyyenuto, cornacHo UL746C (f1) c
MoHTaxHas pama A\BYCTOPOHHEWN NPOMBbILLIEHHOW KNENKOW
NIeHTOM ANs KPENNIEHUA Ha HapY>XHOW CTeHke
wkada. OnpeseneHHble ycnoBMa aKcnaya-
Tauym MoryT Aenatb HeobXoANMbIM A0MNO-
NHUTENbHOE BUHTOBOE CoeAHeHMe (CM.

Mounting frame with double—sided industrial adhesive band
for fixing to the outside of enclosure; certain
operating circumstances can make the
additional use of screws necessary (see driling
template); included in the delivery of the filter
fans is a template for the enclosure cut—out

Filter mat filtering degree 94% CBEPAMBHbIN WABAOH)
Filter material synthetic fibre vyith progressive construction, ~g;, NbTpOBanbHan TKaHb Cp. cTenens
temperature resistant to 100°C, self- cenapauuv 94 %
extinguishing class F1;mois‘gure resistanlt 0 "Marepuan punstpa NOJUMEPHOE BOJIOKHO MPOrpeccuBHoOm
100% RH, reusable - cleaning by washing CTPYKTYpbI, TepMocToikoe Ao 100 °C,
or vacuuming F1. Bnarocromkoe A0 OTHOCUTENIbHOW
Operating / Storage temperature  -10 to +70°C (+14 to +158%F) / -40 to +70°C BIAXHOCTM Bo3gyxa 100 %.
(40 to +158°F) Temnepatypa akcrayataumu/ o1 -45 go +70 °C (ot -49 go +158 °F)]
Operating / Storage humidity max. 90% RH (non—condensing) XpaHeHus
Protection type / Protection class P55 / | (earthed) CreneHb 3awmTbl/Knacc 3awmtbl IP54* /I (3aWmTHBIN NPOBOZ,

Filter Fan FF 018 Series

Art. N Operating  Air volume,  Air volume Current Power  Average noise level Depth in Enclosure Weight ADoTovalS
Tt. INo. voltage free flow  with exit filter consumption consumption (DIN EN ISO 4871) enclosure cut—out (approx.) 2
01803.0—OO| 230VAC, 50Hz| 300m3/h ‘ 230 m3/h ‘ 400 mA 1 60W l 53dB (A) l 65mm | 250 x 250mm + 0.4 { 3.3kg ‘ CE, RoHS
01803.0-01] 120VAC, 60Hz| 345m3/h 264 m3/h 700 mA 60W 53dB (A) 65mm 250 x 250mm + 0.4 3.3kg CE , RoHS
Exit Filter EF 118 Series
Art. No. Depth in enclosure  Enclosure cut—out Weight (approx.) Filter mat Protection type
11803.0-00 | 22mm | 250 x 260mm + 0.4 | 1.0kg | G4 acc. to DIN EN 779, filtering degree 94% | Ip55
Filter Mat FM 086
Filter mat 247 x 247mm
G4 (1 packing unit = 3 pcs.) | Art. No. 08608.0-00
BenTunatop c punbtpom FF 018
Pabouee Mogaya Mopaua Bo3ayxa € [MoTpebasemMbii MoTp. YpoBeHb 3B. MOHTaXHas MoHTaXHbIN Bec
ApT.N2 o npasketine ESSAyRA DN B BblnyCKHblMy¢. il MomHgCTb EasneHma rAy6uHa npoem (npubay) Aonyckn
01803.0-00 | AC 230 B, 50 'y 300 m3/u 230 mM3/u 400 mA 60 Bt 53 ab (A) 65 MM 250 x 250 mm + 0,4 3,3 kr CE, RoHS
01803.0-01 | AC 120 B, 60 'y 345 m3/u 264 m3/4 700 mA 60 BT 53 ab (A) 65 MM 250 x 250 mm + 0,4 3,3 kr CE, RoHS
BbinyckHow ¢punbTp cepum EF 118
Aprt. N2 MoHTaxHas rnybuHa  MoHTaxHbI npoem  Bec (npuba.) ®unbTpoBanbHas TkaHb CreneHb 3aWmThl
11803.0-00 | 22 Mm | 250x250mMm +04 | 1,0k | G4 corn DIN EN 779, cpeaHsis cTeneHb cenapaunn 94 % | Ip54*
3anacHaa ¢unbTpoBasbHaa TkaHs FM 086 / FFM 086
247 x 247 mm DunbTpoBanbHas TKaHb
Apt. N2 08608.0-00 G4 (1 komna. = 3 wr.)

Apr. N2 08609.0-00 F5 (1 komna. = 3 wrt.)
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BEHTUASITOPLL.PY
High-performance Filter Fan FF 018 Series 550m®h ;
BeHTunatop ¢ punbtpom cepun FF 018 550 m3/u www.vseventilatory.ru

info@vseventilatory.ru

?8/ High through-flow air volume Bbicokuin pacxopg Bo3gyxa
ce R\ Functional design ®PyHKLMOHaNbHbLIN AM3alH
Time-saving installation MpocTon MoHTax

e Weather proof and UV resistant CTOMMKOCTb K aTMOC(EPHbBIM
— ~
g BO34eNCTBUAM U YD-n3nyyeHuto
———— Filter fans are used to provide an optimum climate in enclosures. The interior temperature
— of an enclosure can be reduced by channelling cooler filtered outside air into the enclosure
_—_—,’//—/”: thus expelling heated internal air. The resulting air flow prevents formation of localised hot
% pocket and protects the electronic components from overheating. The highperformance
— axial fan provides high air circulation. The plastic used for the hood of this filter fan series is

highly weather proof and UV light resistant.

——— BeHTUNsSTOpbI ¢ (hUNbTPOM UCMONb3YIOTCS AMS OXNaXKAEHUS pacrpefenuTenbHbIX WwkadoB. bnaro
Filer Fan View rom rear s fter mouring e [IAPS1 NOJAAYE OTUNBTPOBAHHOTO, XONIOAHOTO HAPYXKHOTO BO3[yXa W OTBOAY HarpeToro BHyTPEHHer
sommcbpeque ot sureench g SENBIUETY o Bognyxa MOHMKAETCS TEMNEpaTypa BHYTPM pacrpenenuTensHoro Wwkada. BosHuKatowumii npu a1
I I ‘ | OM BO3AYLUHbIA NOTOK NpefoTBpaLLaeT 06pa3oBaHne CUNBHO HArpeThiX TOYEK U 3aLLMLLaeT ANeKTp
OHHble 3NeMeHTbI OT neperpesa. MOLLHbI 0CEBOV BEHTUNATOP 06ecneymBaeT BbICOKYIO nogady BO
. J | || 3gyxa. 3Ta cepusi BeHTUNSTOPOB NPOSIBISET BbICOKYIO CTOMKOCTb K aTMOC(EPHBLIM BO34ENCTBUAM

) ~ 1 YO-usnyyeHuto Gnarogaps matepuany Koxyxa - nnactmacce.

Technical Data TexHunueckue gaHHble
Axial fan, ball bearing service life min. 50,000h at 25°C/ OceBoW BEHTUAATOP cpok cy>6b1 MuH. 50.000 4 npw 25 °C/
77°F (65% RH) fan body aluminium, 77 °F (OTH. BA. 65 %),
rotor metal Ha LapyKOMOAWMMHMKaX KOPMyC BEHTUIATOPA — aNFOMUHUIA,
Connection 3-pole clamp for 2.6mm2, clamping poTop - MeTann
torque 0.8Nm max. MopaknroyeHve 3-NONKOCHBIN 3aXUM 2,5 MM2, Makc.
Casing (filter fan and exit filter)  Plastic according to UL94 V-0, light grey BpallatoLmii MoMeHT 0,8 Hm
Hood (filter fan and exit filter) Plastic according to UL94 V-0, light grey; Kopnyc (BeHT. v BbIn. puabTp)  nnactmacca UL94 V-0, cetno-cepas
weather proof and UV light resistant Koxyx (BeHT. 1 Bbin. GunbTp) nnactmacca UL94 V-0, ceetno-cepas,
according to UL746C (1) BbICOKas CTOMKOCTb K aTMOCHEPHbIM
Mounting frame with double-sided industrial adhesive BO3JENCTBUAM U YD-13NyUeHNtO,
band for fixing to the outside of enclosure; cornacHo UL746C (f1)
certain operating circumstances can make ~ MoHTaxHas pama C ABYCTOPOHHEN MPOMBILLNIEHHON KNeNKOn
the additional use of screws necessary NIEHTON AJIA KPEMIEHWS Ha HAPY>KHOM
(see drilling template); included in the cTeHKe WKaga. OnpegeneHHble yCI0BUA
delivery of the filter fans is a template 3KCM/TyaTaLum MOryT Aenatb HeOB6XOAMMbIM
for the enclosure cut—out [OMONHUTENIbHOE BUHTOBOE OEAMHEHUE (CM.
Filter mat filtering degree 94% CBEP/IMAbHbIN Wab/IoH).
Filter material synthetic fibre with progressive dunbTpoBanbHas TKaHb Cp. cTeneHb
construction, temperature cenapauuun 94 %
resistant to 100°C, self-extinguishing Matepuan punbtpa NoNMMEPHOE BOJIOKHO MPOrpeccuBHO
class F1;moisture resistant to 100% RH, CTPYKTYpbI, TepmocTonkoe go 100 °C,
reusable - cleaning by washing or F1. BnarocToiikoe f OTHOCUTENbHO
vacuuming BIaXXHOCTU BO3gyxa 100 %.
Operating / Storage temperature —25 to +70°C (13 to +158°F) Temnepatypa skcriiyatauyun/ ot -45 go +70 °C (ot -49 go +70 °C)
Operating / Storage humidity max. 90% RH (non-condensing) XpaHeHus
Prot. Type / Protection class IP55 / | (earthed) CreneHb 3awutbl/Knacc 3awutel IP54* /1 (3aL4MTHbIA NPOBOA)
Filter Fan FF 018 Series
Operating  Air volume, ~ Air volume Current Power Average noise level Depth in Enclosure Weight
Art. No voltage free flow with exit filter consumption consumption (DIN EN ISO 4871) enclosure cut-out (approx.) Approvals
01805.0—00’ 230VAC, 50Hz| 550m3/h l 300m3/h ‘ 300mA ’ 64W ‘ 65dB (A) ‘ 107mm ‘250 x 260mm + 0.4 ’ 2.7kg ‘ CE, RoHS
01805.0-01| 120VAC, 60Hz | 632m3/h 345m3/h 780mA 85W 65dB (A) 107mm | 250 x 2560mm + 0.4 2.7kg CE , RoHS
Exit Filter EF 118 Series
Art. No. Depth in enclosure  Enclosure cut—out Weight (approx.) Filter mat Protection type
11803.0-00 | 22mm | 250 x 250mm + 0.4 | 1.0kg | G4 acc. to DIN EN 779, filtering degree 94% | 1p55
Filter Mat FM 086
Filter mat 247 x 247mm
G4 (1 packing unit = 3 pcs.) | Art. No. 08608.0-00
BenTunatop c punstpom FF 018
Pabouee fogaua Mopaua Bo3ayxa ¢ MoTp.  YpoBeHb 3. MOHTaxHass  MoHTaXHbI ec
APT- NS anpacenve BORAYA DILCRE BﬂlnyCKHh#Ayd) HOTpeémeMbM MouJ.chm Eaaneumu aybuHa npoem (npubn)  Aonycku
01805.0-00 | AC230B,50 Ty| 550 m3/u 300 M3/u 300 MA ‘ 64 Br ‘ 65 45 (A) ‘ 107 MM |250 x 250 mm + 0,4‘ 2,7 kr ‘ CE, RoHS
01805.0-01 | AC 120 B, 60 'y 632 M3/4 345 mM3/u 780 MA 85 Bt 65 4b (A) 107 mm  [250 x 250 mm + 04| 2,7 kr CE, RoHS
BuinyckHon ¢puabtp cepun EF 118
Apr. N2 MoHTaxHas rnybvHa  MoHTaxHbI npoem  Bec (npubi1.) ®unbTpoBasbHas TkaHb CreneHb 3aWmThl
11803.0-00 | 22mm | 250 %250 Mm +0,4 | 10kr | G4 corn. DIN EN 779, cpeaHss cTeneHb cenapaunin 94 % | Ip54*
3anacHas puabTpoBasbHas TkaHb FM 086 / FFM 086
DunbTpoBanbHas TKaHb 247 x 247 mm
G4 (1komna. = 3 wr.) Aprt. N2 08608.0-00

F5 (1komna. = 3 wr.) Apt. N2 08609.0-00
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BEHTUASITOPLI.PY
WWW.vseventilatory.ru Outdoor Filter Fan FF 018 Series
Y BeHTtunsatop c punbrpom (Outdoor) cepum FF 018

info@vseventilatory.ru

Filter changeable from outside 3ameHa cunbTpa cHapyxu

Safe, lockable HapexHbIi, 3aKpbiBaloLLMINCS Ha 3aMOK

Impact resistant YaaponpoyHbIv

Weather proof and UV resistant CrolikocTb k atTmocepHbIM
BO34EeNCTBUAM U YP-U3nyyeHuio

] The outdoor filter fan can be used in outdoor enclosures where warm air has to

be dissipated on account of increased thermic development. To clean and
exchange the filter mat, it is only necessary to open the lockable door of the
. outdoor hood. A protection type of IP55 is achieved due to the special design of
the hood and the use of fine filter mats. The plastic casing is highly weather
proof and resistant to UV light.

BeHTunaTop ¢ unbTpom Anst HAPYXXHOTO MOHTaXa NPUMEHSAETCS B JTI0ObIX HaPYXHbIX P
acnpepenuTenbHbIX LWkadgax, B KOTopblx TpebyeTcst 0TBOA HAarpeToro Bo3agyxa 1u3-3a nos
bILLEHHOTO BblAeneHus Tenna. [ns o4UCTkU U 3aMeHbl hunbTpoBanbHOM TkaHW Heobxon
MMO NULLb OTKPbITh 3aKPbIBAKLLYIOCS Ha 3aMOK KPbILLKY Hapy>KHOro koxyxa. bnarogaps
MCMNONb30BaHMI0 TOHKON (OUMbTPOBANBLHON TKAHM U KOHCTPYKLUM KOXYyXa [LOCTUraeTcs CT
eneHb 3awmnTel IP55. Kopnyc BeINOMHEH U3 yAaponpoYHON NnacTMacchl U UMeeT BbICOKY
I0 CTOMKOCTb K aTMOCEPHBLIM BO3AENCTBUSIM 1 Y D-n3nyyeHuto.

Driling template for
View from rear  Outdoor Exit fitter mounting frame
seprnsHb) (a6n<bH na
webrigni<b pai

Bua cuma<  Buin<ckn<b duntp

Outdoor Fiter Fan
BentunaT<bp ¢ hurrp<b

L

Technical Data

TexHuUueckne gaHHble

Axial fan, ball bearing

service life min. 50,000h at 25°C/
77°F (65% RH) fan body aluminium,
rotor plastic

Connection

2 wires with pressure clamps 2.5mmz2,
length 100mm

Casing (filter fan and exit filter)

Plastic according to UL94 V-0, light grey

Hood f(filter fan and exit filter)

Plastic according to UL94 V-0, light grey;
weather proof and UV light resistant
according to UL746C (f1)

Mounting frame

with double—sided industrial adhesive
band for fixing to the outside of enclosure;
certain operating circumstances can make
the additional use of screws necessary
(see drilling template); included in the
delivery of the filter fans is a template for
the enclosure cut—out

Filter mat

filtering degree 98% synthetic fibre

Filter material

with progressive construction, temperature
resistant to 100° C, self—extinguishing
class F1; moisture resistantto 100% RH —
10 to +70°C (+14 to +158 °F) /

Operating / Storage temperature

—40 to +70°C (40 to +158 °F)

Operating / Storage humidity

max. 90% RH (non—condensing)

Protection type / Protection class

IP55 /| (earthed)

OceBon BeHTUAATOP

cpok cayx6bl MMH. 50.000 4 npw 25 °C/
77 °F (OTH. BA. 65 %),

Ha WapuKonoALnnHUKax

KOPMyC BEHTUAATOPa — aNtOMUHWIA, pOTOp-
nnactmacca

MogkntoueHve

2 rnbkux nposoga, AnvHa 100 mm, ¢ 2,5
MM2 3axnMmamu 6e3 Wwypynos

Kopnyc (BeHT. v BbIN. $puabTp)

nnactmacca UL94 V-0, ceeTno-cepas

Koxyx (BeHT. 1 BbIn. GuabTp)

nnactMacca UL94 V-0, ceetno-cepas,

BbICOKAA CTOMKOCTb K aTMOChEpHLIM
BO34eNCTBMAM 1 YP-usnyyeHuto,
cornacHo UL746C (f1)

MoHTaxHas pama

C ABYCTOPOHHEN NMPOMBbILLIEHHOWN KIenKon
NEHTOW ANA KPEernNeHUs Ha Hapy>KHO
cTeHke Wwkada. OnpegeneHHble yCIoBUA
3KCNNyaTaLymy MOryT Aenatb HeobXoANMbIM
ZOMONHUTENIBHOE BUHTOBOE OeAVHeHne
(cm.cBEpAWAbHBIN WabnoH).

Omanposaanaa TKaHb

Cp. cTeneHb
cenapauuu 98 %

Matepwvan ¢punbTpa

no/JiMMepHoe BONOKHO NPOrpeccuBHOMN
CTPYKTYypbl, TepMocToikoe go 100 °C,
F1. Braroctovikoe A0 OTHOCUTENbHOM
BAaXHOCTY Bo3gyxa 100 %.

Temnepatypa akcnayataumun/
XpaHeHus

ot -45 po +70 °C (o1 -49 pgo +158 °F)

CreneHb 3awmTtbl/Knacc 3awuthbl

IP55 /1 (3aWuTHbIA NpoBOA)

Approvals CE , RoHS Jonycku CE, RoHS
Outdoor Filter Fan FF 018 Series
Art. N Operating Air volume, Current Power Average noise level Depth in Enclosure Weight
rt. No. voltage free flow  consumption consumption (DIN EN ISO 4871) enclosure cut—out (approx.)
01821.0-00 | 230VAC, 50Hz } 20m3/h } 100mA ‘ 15W ‘ 40dB (A) ‘ 62mm ‘ 125 x 125mm + 0.4 1.2kg
01821.0-02 120VAC, 60Hz 23m3/h 180mA 15W 40dB (A) 62mm 125 x 1256mm + 0.4 1.2kg
Exit Filter EF 118 Series
Art. No. Depth in enclosure  Enclosure cut—out Weight (approx.) Filter mat Protection type
11803.0-00 | 22mm | 250 x 250mm + 0.4 | 1.0kg | G4 acc. to DIN EN 779, filtering degree 94% | Ip55
Filter Mats FFM 086
Filter mat 247 x 247mm
G4 (1 packing unit = 3 pcs.) Art. No. 08608.0-00
Outdoor Filter Fan FF 018 Series
Pabouee i Motpe6asembiit Morp. YpoBeHb 38. MoHTaxHas MOHTaxHBbIiA Bec
Apr. Ne HanpsxeHue SO ETLLEE, g TOK MOLI.LHgCTb RaaneHMﬂ ry6uHa npoem (npwb.)
01821.0-00 | AC230B,50my 20 M3/u 100 MA ‘ 15 Bt ‘ 40 b (A) ‘ 62 MM ‘ 125 x 125 mm + 0,4 1,2 kr
01821.0-02 AC 120 B, 60 Iy, 23 M3/u 180 mA 15 Bt 40 ab (A) 62 MM 125 x 125 mm + 0,4 1,2 kr
BuinyckHon ¢puabtp cepun EF 118
Apr. N2 MoHTaxHas rnybvHa  MoHTaxHbI npoeM  Bec (Mpubi1.) ®unbTpoBasbHas TkaHb CreneHb 3aWmThl
11821.0-00 | 16 MM | 125x125mm +04 | 0,6kr |  F5corn DIN EN 779, cpegss creneHb cenapauuu 98 % | Ip55

®PunbTpoBanbHasa TkaHb FFM 086

Q)MIII:TPOBEIII:HBR TKaHb

F5 (Lkomna. =

3 wr.)

122 x 122 mm
Aprt. N2 08607.0-00
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Roof Filter Fan RFP 018 Series 300m3/h, 500m?h www.vseventilatory.ru

KpbllwieBoi BeHTUAATOP

¢ punbTpom cepuu RFP 018 300 m3/u, 500 m3/u info@vseventilatory.ru
Very low noise ManowymHbIi
c€ Royﬁ/ K Minimal depth in enclosure  Hebonbliasa MoHTaxHasa rnyéuHa
High through-flow air volume Bebicokuii pacxop Bo3ayxa
. High reliability Bblicokas akcnnyaTaumoHHas HaaexXHoOCTb
\(/- Time-saving installation and [pocToit MoHTax
Pl LA AL mat exchange

Gror: Apr. he. 01860.0-00 § . . . . . i
Roof filter fans find use in enclosures and housings, from which warm air has to be diverted to
lower the internal temperature. These low—-noise roof filter fans are used to expel warm air from

N within the enclosure which has been generated by the stray power of the components and so
N — . protects the internal devices from overheating. To exchange the filter mat the hood can be easily

&"’ I opened without tools. The roof exit filter provides passive ventilation.
St Ne 1L KpbiLLeBoi BEHTUNATOP UCNONb3YEeTCs ANA OXNaXAEHWU pacnpeaenuTenbHbIX LKadoB 1 KOPMycoB
w5 " o8 s C ANEKTPNHECKUMI/ONEKTPOHHBIMW BHYTPEHHUMI ycTpoiicTBamu. bnarogaps otBoay HarpeToro Bo3
I \‘1 o= e T Ayxa u nopave oTuUIbTPOBAHHOIO, XONOAHOTO HAPYXXHEr0 BO3AYXa NOHWKAETCSH BHYTPEHHSIA TeM
R g g nepartypa. Bo3ayLwHblil NOTOK NpeaoTBpaLlaeT o6pa3oBaHne ropsymx ToYek v 3alymLLaeT Moaynm
‘ o R | Y OT neperpesa. JKCNyaTaLms ManoLyMHOrO KpbILLIEBOrO BEHTUNATOPA NO3BONAET PABHOMEPHYHO L

MPKYTSALMIO BO3AyXa 1 NPefocTaBnsieT 0COGEHHO BbICOKYIO 3KCMyaTaLMOHHYI0 HageXHOCTb. [ns 3

Paccr<

RM‘;( Fiter Fan (01860.0-x)  Roof Fiter Fan (01861.0-xx) = aMeHbl (*)MﬂprOBaJ'IbHOl?I TKaHU KOXXYX MOXHO OTKPbITb 6e3 MHCTpYMeHTa. D,J'IH NacCUBHOW BbITSHKH
Kpsiwes<b senunaT<bp ¢ Kpsiwes<b senunar<bp ¢ Enclosure cut-out 0|71 BeHTVU'IﬂL[MM noaxoaut KprLLleBOIZ BbII'IyCKHOIZ q)Mﬂpr.

usTp<b (0 1860.0-xx) ump<b (0 1861.0-xx) M<braxws np<be
Technical Data TexHnueckue gaHHbie

Axial fans, ball bearing service life 50,000h at 26°C/77°F (65% RH)  Oceson BeHTUAsTOP cpoK cny>6bl MUH. 50 000 4 npw 25 °C/77 °F

fan body aluminium, rotor plastic (orH. 8. 65 %), kopnyc
N - Ha WapukonoAlnnHukax BEHTUAATOPA - a/IOMUHUK, POTOP — NJ1acTtMacca

Connection 3-pole clamp for 2.5mm2, clamping MoakntoueHe 3-NONOCHBIN 3aXNUM AN 2,5 MM2, MaKc.
torque 0.8Nm max. Bpalarowmnin moment 0,8 Hw

Case plastic according to UL94 V-0, light grey; Kopnye nnacrmacca UL94 V-0, caeTno-cephii;

BbICOKas CTOMKOCTb K aTMOC@eprIM

weather proof and UV light resistant BO3AEMCTBUAM 1 YO-U3AyUeHIIo

Filter mat filtering degree 85% cpeaHAs cTeneHb
7 - e : A Z 0] Y
Filter material synthetic fibre with progressive construction, o TPOB&/IPHAATKANE cenapauum 85% )
i CrHTETUYaCcKoe BOJIOKHO NPOrpeccMBHOmn
temperature resistant to 100° C, self- Matepuan ¢punbtpa CTPYKTypbl, TepMOCTONKOE 40 100°C, kAacc
extinguishing class F1; moisture resistant to noxapoctoinkoctu F1. Bnaroctoiikoe Ao

OTHOCUTENIbHOM BAaXXHOCTM Bo3ayxa 100 %.
Temnepatypa skcnnyatauuu/ ot -45 go +70 °C (o1 -49 ao +158 °F)

100% RH, reusable — cleaning by washing

or vacuuming XpaHeHua
Operating / Storage humidity max. 90% RH (non—condensing) CreneHb 3aLmTe! IP43 (c punbTPOBaNbHOI TKaHbI0) / Ip33
Prot. type / Protection class  |P32 /| (earthed) (oes zbmnbreosaanow reana]
Knacc 3awmbl I (3aWwwuTHLIV NpoBOA)
Approvals CE , RoHS [Jonycku CE, RoHS

Important note: For reasons of pressure compensation the roof filter fan must always be ~ * BaxHoe ykasaHue: KpoilieBoi BEHTUAATOP C QUIbTPOM ANA BbIPaBHUBAHMUA
?Perated in combination with a passive intake filter (e.g. Art. No. 11803.0-00) or another ~ AaBA€HMA B pacnpeaennTenbHOM wkady BCEraa AONXKEH 3KCNNYaTUPOBATHCA
ity

ilter fan (e.g. Art. No. 01803.0-00). B KOMBUWHALNMN C BNYCKHbIM ¢UAbTPOM (Hanpumep, apt. N2 11803.0-00) vam
Roof Filter Fan RFP 018 Series NPOCTO C BMYCKHbIM BEHTUAATOPOM C GUALTPOM (Hanpumep, apT. N2 01803.0-00).
Operatin Air volume,  Current  Average noise level Depth in Enclosure Weight .

Art. No. \Eoltageg free flow consumption (DIN EN ISO 4871) enc?osure cut—out (approx.) Operating / Storage temperature
01860.0-00|230VAC, 50Hz| 300m3/h 68W 55dB (A) 52mm |250 x 250mm + 0.4| 3.3kg | —10to +70°C (+14 to +158°%) / -40 to +70°C (-40 to +158°F)
01861.0-00|230VAC, 50Hz| 500m3/h 64W 67dB (A) 107mm | 250 x 260mm + 0.4| 2.6kg |[-25to +70°C (-13 to +158°F)

01860.0-02 | 120VAC, 60Hz| 345m3/h 60W 55dB (A) 52mm |250 x 250mm + 0.4| 3.3kg |-10to +70°C (+14 to +158°F) / —40 to +70°C (40 to +158°F)
01861.0-02 | 120VAC, 60Hz| 575m3/h 85\W 67dB (A) 107mm | 250 x 260mm + 0.4| 2.6kg | -25 to +70°C (-13 to +158°F)
Roof Exit Filter REP 118 Series
Art. No. Depth in enclosure  Enclosure cut—out Weight (approx.) Filter mat Protection type
11860.0-00 | 11mm | 250 x 250mm + 0.4 | 1.0kg | G3acc. to DIN EN 779, filtering degree 85% | |p32
Filter Mat FM 086
Filter mat 282 x 282mm
G3 (1 packing unit = 3 pcs.) | Art. No. 08613.0-01
KpbiweBoi BeHTUAATOP € GuibTpoM cepun RFP 018
Apt. N2 Pabouee MNMopaua Bo3ayxa Mopaua Bo3ayxa Motp. YposeHb 38. MoHTaxHas MoHTaxHbIN Bec
HanpsxeHve NpK CB. HarHeTaHWK BbIMYCKHbIM GUALTPOM MOLWHOCTb AaBfeHus  raybuHa npoem (npu6a.)

01860.0-00| AC 230 B, 50 'ty 300 m3/u (c punbTpOBaNbLHOW TKaHbio G3)| 400 M3/u (6e3 punsTpoBanbHoOW TkaHu)| 68 BT 55 ab (A) 52 MM 250 x 250 mm + 0,4( 3,3 kr
01861.0-00| AC 230 B, 50 I'uy| 500 m3/u (c punbTPOBaNbLHOM TKaHbIO G3)| 650 M3/u (6e3 punbTpoBanbHOW TkaHu)| 64 Bt 67 b (A) 107 mm 250 x 250 mm + 0,4| 2,6 kr
01860.0-02{ AC 120 B, 60 I'uj 345 mM3/u (c punbTpoBanbHOM TKaHbto G3)| 460 M3/y (6e3 puabTpoBanbHom TkaHu)| 60 BT 55 ab (A) 52 mMm  [250 x 250 mm + 0,4| 3,3 kr
01861.0-02| AC 120 B, 60 I'uyf 575 m3/4 (c dunbTpOBaNbHOM TKaHbH G3)| 748 M3/4 (6e3 duabTpoBanbHoW TkaHu)| 85 BT | 67 ab (A) 107 mm  |250 x 250 mm + 0,4| 2,6 kr

Kpbiweson BbinyckHon ¢punbtp cepun REP 118

Apr. N2 MoHTaxHas rnybuda  MoHTaxHbIN npoem  Bec (npwba.) PunbTpoBanbHaa TkaHb CreneHb 3aLuThbl
11860.0-00 | 11 mm | 250 x250 mm + 04 | 1,0 kr | G3 corn. DIN EN 779, cpeHss cTeneHb cenapaumu 85% | Ip43 (c dMabTPOBanbHOM TKaHbHO)
3anacHas ¢punbTpoBasibHaa TKaHe FM 086

DunbTpoBanbHas TkaHb 282 x 282 Mmm
G3 (1 komna. = 3 wr.) Apt. N2 08613.0-00
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MoluHbIN BbIABMKHOW BEHTUNATOPHbIN 610K 19
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High air output
Long service life
Ball bearing fans

Bbicokasi npon3BoanTENbHOCTb
OnuTenbHbIA CPOK CryxObl
BeHTMNATOp Ha WwapvkonogwmnnHmKax

OO

Ready for connection
Optical function indicator OnTtuyeckuii pabounin nHomkaTop

[OTOB K NOAKMIOYEHMIO

Compact high performance fan tray for enforced circulation of air in switch

and server
groups. Natu

ceroms” |
388

Technical Data

00

51

npegnaraetcsa

enclosures and for concerted cooling of 19" component
ral convection is improved and the formation of localised hot

pockets is avoided. Also available with integrated thermostat (see photo).

KoMNakTHbIN, MOLLHBIV BbIABWXHOW BEHTUNATOPHbIN GrOK ANS LMPKYNSUUM BO3AYX
a B pacnpefenuTenbHbIX U CEPBUCHBIX LUKadax v ANs LeneHanpasieHHOro Tennoo
TBoAda oT 19" mogynei. YnyywaeTca ecTecTBeHHas KOHBEKLMUS MOBEPXHOCTW
wkada U npegoTBpallaeTcs 00pa3oBaHWE CUMbHO HarpeTbiX TOuYekK.

Takxe
C UHTErpMpoBaHHbLIM TEPMOCTATOM (CM. puC.).

TexHuueckue AaHHbIE

service life 50,000h at 25°C (65% RH)

fan body aluminium, rotor plastic

Axial fans, ball bearing

Material front panel aluminium, bright anodised

casing steel sheet, electrogalvanized

Optical indicator integrated in front panel

Connection appliance power inlet on rear of casing,

plug included

Fitting position vertical airflow (air outlet up)
-45 to +70°C (-49 to +158°F)
max. 90% RH (non-condensing)
P20 /1 (earthed)

CE , RoHS

Operating / Storage temperature

Operating / Storage humidity

Protection type / Protection class
Approvals

OceBoit BeHTUAATOP cpok cayx6bi 50.000 u npu 25 °C/77 °F
(65 % OTH. BA1.)
KOPMyC BEHTUAATOPA — a/OMUHUIA, POTOP-

naacrMmacca

Ha WapnKonoAWwnnHUKax

MopaxntoueHne NpMBOPHBIN LUTEKep YCTAHOB/EH Ha 3a4Heln
CTOPOHe; BK/. PO3eTKY
Matepuan nepeAHAs NaHeNb: aNlOMUHWIA, CBETAbIN,

aHOAVPOBaHHBIIA; KOPMYC:
CTa/IbHOM JIUCT, rabB. OLMHKOBaHHbIN
BCTPOEH B NepeAHION naHenb

OnTtnueckunin paboumnin
VHANKaTOP

MoHTaXxHOe nonoxeHune
Temnepatypa akcnayaTtaunm/
XpaHeHua

CreneHb 3awmTbl/

Knacc 3awmthbl

Jonycku

ropu3oHTanbHoe
ot -45 po +70 °C (ot -49 go +158 °F)

IP20 /I (3aWyMTHBIN NpoBOA)

CE, RoHS

Use in 19" enclosures:

We recommend using the fan tray without integrated thermostat in combination with our dual
thermostat (ZR 011 Art. No. 01176.0-00) for requlating temperature in electronic enclosures
and for protection against overheating due to possible fan failure. The dual thermostat regulates
the operation of the fan tray and — when connected to a signal device — also triggers an early
warning if the enclosure interior temperature rises above a set limit. When using a fan tray with
integrated thermostat, the use of an additional thermostat (KTS 011 Art. No. 01141.0-00)
provides the extra safety of activating a signal device.

MpuMeHeHWe B pacnpeaenuTenbHOM LWIKagy:

[Ans peryavpoBaHva TemnepaTypel B pacnpeaenuTensHoM wkady U ANS 3aliuTbl OT Neperpe
Ba NPV BO3MOXHOM OTKa3e BEHTU/IATOPOB Mbl PEKOMEHAyeM 3KCMlyaTpOBaTh BbIABUXKHOM
BEHTUNATOPHbIN 610K B KOMBMHALMY C HaWMM CABOEHHbIM TepMocTaToM (ZR 011 apt. N2
01176.0-00). CABOEHHBI TepMOCTaT pPeryanmpyeT, C OAHON CTOPOHbI, PaboTy BEHTUNATOPHOMO
6n0ka, a C ApYrod — NOAKNIOUEHHBIN K CUTHaJbHOMY AaTUWKy — BbIMONHAET
npeaynpexaatoulyio QyHKUMIO, eciu Npu oTKase BEHTUIATOPOB TemrepaTypa B
pacnpegenutensHoM wWkady npesbiWaeT 3ajaHHOe rMpejenbHOe 3HauyeHue. [ns
BbIIBXKHOTO BEHTWIATOPHOTO 6/10Ka C WHTErpUpOBaHHLIM TEPMOCTATOM [ANS KOHTPOAA
TemnepaTypbl MOXHO MoAK/IOUUTL Tepmoctat (KTS 011 apt. N 01141.0-00) B kauecTBe
CWTHaNbHOTO KOHTaKTa, KOTOPbIN — MOAK/MIOUEHHBIA K CUTHa/IbHOMY AaTuuky — pearupyert
npy OTKa3e BEHTUATOPOB W NOAAET CUrHaA Nepej Neperpesom.

Operatin i Power. Average noise level Impact Weight

Art. No. Model ’\f‘ghgf vpoltageg felereﬂf?g://\'/ C%r?-,scﬁjgggtr'eon (DIeNa I?l \8056488718) Speed (rom~1) pregsure (appr%xA)
01930.0-00 without thermostat 3 230VAC, 50Hz | 486m3/h 45W 55db (A) 2600 min-1 (50Hz) 74Pa 3.0kg
01930.1-00 with thermostat 0 to +60°C 3 230VAC, 50Hz | 486m3/h 45W 55db (A) 2600 min-1 (60Hz) | 74Pa 3.4kg
01940.0-00 without thermostat 6 230VAC, 50Hz | 972m3/h oW 57db (A) 2600 min-1 (60Hz) | 74Pa 5.3kg
01940.1-00 with thermostat 0 to +60°C 6 230VAC, 50Hz | 972m3/h 90W 57db (A) 2600 min-1 (50Hz) 74Pa 5.7kg
01950.0-00 without thermostat 9 230VAC, 50Hz | 1458m3/h 135W 58db (A 2600 min-1 (50Hz) 74Pa 7.8kg
01950.1-00 with thermostat 0 to +60°C 9 230VAC, 50Hz | 1458m3/h 135W 58db (A) 2600 min-1 (50Hz) 74Pa 7.9kg
01931.0-00 without thermostat 3 120VAC, 60Hz | 576m3/h 45W 55db (A) 2900 min-1 (60Hz) 88Pa 3.0kg
01931.1-00 with thermostat 0 to +60°C 3 120VAC, 60Hz | 576m3/h 45W 55db (A) 2900 min-1 (60Hz) | 88Pa 3.4kg
01941.0-00 without thermostat 6 120VAC, 60Hz | 11562m3/h oW 57db (A) 2900 min-1 (60Hz) | 88Pa 5.3kg
01941.1-00 with thermostat 0 to +60°C 6 120VAC, 60Hz 1152m3/h 90W 57db (A) 2900 min-1 (60Hz) 88Pa 5.7kg
01951.0-00 without thermostat 9 120VAC, 60Hz | 1728m3/h 135W 58db (A 2900 min-1 (60Hz) 88Pa 7.8kg
01951.1-00 with thermostat 0 to +60°C. 8 120VAC, 60Hz 1728m3/h 135W. 58db (A) 2900 min—1 (60Hz) 88Pa 7.9kg

5 = ] Yacrora Crar.

Apr. N Mogens BeHﬁV?ﬁﬂ'?OOPOB HaFl’-n%g%ee:me E'E‘?‘i.”a?ﬁé'sﬂﬁﬁ l‘lo’;gﬁ?ﬁg\caﬂ yﬁé’saﬁé‘ﬁm?“ BpalleHus faBnetine Bec (Mpubn)
01930.0-00| 6e3 TepmocTata 3 AC2308B,50Tu| 486 m3/u 45 Bt 55 ab (A) | 2600 muH-1 (50 Tw)| 74 Ma 3,0 kr
01930.1-00| € TepmocTaTom 3 AC2308B,50 | 486 m3/y 45 Bt 55 4B (A) | 2600 muH-1 (50 Tw)| 74 Ma 3,4 kr
01940.0-00| 6e3 TepmocraTa 6 AC230B,50Ty| 972 m3/u 90 Bt 57 ab (A) | 2600 muH-1 (50 Tw)| 74 Ma 53 kr
01940.1-00| € TepmocTaToM 6 AC2308B,50Tu| 972 wm3/4 90 Bt 57 ob (A) | 2600 muH-1 (50 Tw)| 74 Ma 5,7 kr
01950.0-00| 6e3 TepmocrTaTa 9 AC2308B,50Tly| 1458 m3/u 135 Bt 58 ab (A) | 2600 muH-1 (50 Tw)| 74 Ma 7,8 kr
01950.1-00| € TepmocTaToM 9 AC2308B,50 | 1458 m3/u 135 Bt 58 ab (A) | 2600 muH-1 (50 Tw)| 74 Ma 7.9 kr
01931.0-00| 6e3 TepmocTaTa 3 AC 120 B, 60 'y, 576 m3/u 45 Bt 55 a6 (A) | 2900 muH-1 (60 'y) 88 MNa 3,0 kr
01931.1-00| ¢ TepmocTatom 3 AC 120 B, 60 I'y, 576 mM3/u 45 Bt 55 a6 (A) | 2900 muH-1 (60 I'y) 88 Ma 34 kr
01941.0-00| 6e3 TepmocTaTa 6 AC1208B, 60 ly| 1152 m3/u 90 Bt 57 ab (A) | 2900 mMuH-1 (60 lu) 88 MNa 5.3 kr
01941.1-00| ¢ TepmocTaTom 6 AC 120 B, 60 'y 1152 m3/u 90 Bt 57 a6 (A) | 2900 muH-1 (60 y) 88 Ma 5,7 kr
01951.0-00| 6e3 TepmocTata 9 AC 120 B, 60 'y 1728 m3/u 135 Bt 58 b (A) | 2900 mMuH-1 (60 'y) 88 MNa 7,8 kr
01951.1-00| ¢ TepmocTaTom 9 AC 120 B, 60 | 1728 m3/u 135 Br 58 ab (A) | 2900 MuH-1 (60 I'u) 88 MNa 7,9 kr
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